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Play Magnets

Formula Luci Products 2023

A) Read all instructions.
B) Do not install this track in 
damp or wet locations.
C) Do not install any luminaire assembly 
closer than 6 inches from any curtain, 
or similar combustible material.
D) Disconnect electrical power 
before adding to or changing the 
configuration of the track.
E) Do not attempt to energize anything  
other than lighting trackluminaires 
on the track.

A) Lisez toutes les instructions.
B) N'installez pas ce rail dans des 
endroits humides ou mouillés.
C) N'installez pas l'ensemble du luminaire 
à moins de 15 cm d'un rideau ou d'un 
matériau combustible similaire.
D) Débranchez l'alimentation 
électrique avant d'ajouter ou de 
modifier la configuration du rail.
E) N'essayez pas de mettre sous 
tension autre chose que les 
luminaires du rail d'éclairage.
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Product installation (Please read all instruction) Installation du produit (Lire toutes les instructions)
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Fix the brackets to the wall. Screws not supplied.
Fixer les supports au mur. Vis non fournies.

Connect the track to the power supply (24 V DC).
Connecter la piste à l'alimentation électrique (24 V DC).

Attach the spotlights to the magnetic track and choose the desired aiming. Track cover supplied as accessory.
Fixez les projecteurs sur le rail magnétique et choisissez l'orientation souhaitée. Le cache du rail est fourni en tant qu'accessoire.

• Chaque élément doit être connecté  
en parallèle à la sortie de l'alimentation.  
• N'utiliser qu'avec une unité d'alimentation 
de classe 2 24 V DC. 

ATTENTION: Sous le même fournisseur 
d'énergie de classe 2 ne pas connecter 
une quantité de watt excédant 96 watt 
le connecteur fourni ne doit pas être 
monté à l'intérieur de l'armoire.

• Each item must be connected  
in parallel to power supply output.  
• Use only with Class 2 power unit 24 V DC. 

WARNING: Under the same class 2 power 
supplier do not connect an amount of watt 
exceding 96 watt the supplied connector 
must be not mounted inside the cabinet.


