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Formula Luci Products 2023

Dimensions Dimensioni	 Scale/Scala 1:2

Fastening options Opzioni di fissaggio

Maximum thickness: 15,0 mm • 0,59 "
Spessore massimo: 15,0 mm

Hole size: Ø 13,5 mm • Ø 0,53 "
Dimensione foro: Ø 13,5 mm

18,0 mm
0,71 "

18,0 mm
0,71 "

22,0 mm
0,87 "

Variable
Variabile

36,2 mm
1,42 "

18,0 mm
0,71 "

13,0 mm
0,51 "

90°

Ø 6,0 mm
Ø 0,24 "

T With threaded base
Con base filettata

18,0 mm
0,71 "

Variable
Variabile

36,2 mm
1,43 "

11,0 mm
0,43 "

M With magnets
Con magneti
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Connection diagram Diagramma di cablaggio

• Each item must be connected in parallel to power supply output.  
• Use only with Class 2 power unit 24 VDC. 

WARNING: Under the same class 2 power supplier do not 
connect an amount of watt exceding 96 watt the supplied 
connector must be not mounted inside the cabinet.

Parallel Connection Connessione in parallelo

F.L.I Formula Luci Italia S.r.l. 
Via IV Novembre, 171 – 25080 Prevalle (BS)
formulaluci.com

N L

Red Rosso +
Black Nero –AC-DC

Supply box
Alimentazione

Driver

Driver

Driver

• Ogni elemento deve essere collegato in parallelo all'uscita dell'alimentatore. 
• Utilizzare solo con l'unità di alimentazione di Classe 2 24 VDC. 

ATTENZIONE: Con lo stesso alimentatore di classe 2 non collegare una 
quantità di watt superiore a 96 watt. Il connettore fornito non deve essere 
montato all'interno dell'armadio.


