LUXIA
SYSTEM

FLI &

Light efficiency:
en/Wat

Light quality:
: 96,3

Color temperature:

3051 K

Output: 1072 Lumen

Product name:
PLANK OPTICS P4 HALF
LOUVERS-3000K-20-500mm

Date and time:
25/02/2025 13:34:27

Power consumption:

Power Power factor

125W 1,0
Voltage ( Vcc) Current

24,0V 0,519 A
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Spectral distribution

CRIR values

White color point

Color temperature Color rendering Red component Color fidelity Color gamut Color quality scale Color coordinate Color coordinate Color coordinate Color coordinate Color diviation
index cie cie from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \Y Auv
3051 K 96,3 92,6 95,3 102,5 96,3 0,430 0,396 0,250 0,345 -0,0025
Beam details
Distanza (metro) 1m 2m 3m 4m 5m
Distanza (piedi) 331t 6,6t 98 ft 13,11t 16,4 ft
254 Ix
Ix Beam angels
70 Beam angle 50% Field angle 10% Cutoff angle 2,5%
Lux* 1586 Ix
6344 Ix 20,9° 40° 52,4°

m{m centro del raggi
N Beam intensities
Footcandle® 589, fod b Peak intensity Int. ratio in 120° cone Int. ratio in 90° cone
19 TC
*misurato a 65,5 fcd 6469 cd 98,1% 96,8%
centro del raggio 36,8 fod
23,6 fed
Larghezza del fascio (metrip,4 m 0,7m 1,1m 15m 18m
Larghezza del fascio (piedi)1,2 ft 2,41t 361t 481t 6ft
Beam intensities from 1-20m
im 2m 3m am 5m 6m m 8m 9Im 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft | 6,6ft | 9,8ft | 13,1ft | 16,4ft | 19,7ft | 23ft | 26,2ft | 29,5ft | 32,8ft | 36,1ft | 39,4ft | 42,7ft | 45,9ft | 49,2ft | 52,5ft | 55,8ft | 59,1ft | 62,3ft | 65,6ft
6344Ix | 1586Ix | 705Ix | 397Ix | 254Ix | 176Ix | 129Ix | 99Ix 78Ix 63Ix 52Ix 441x 38lx 32Ix 28Ix 25Ix 22Ix 20Ix 18Ix 16Ix
589,4fc | 147,3fc | 65,5fcd | 36,8fcd | 23,6fcd | 16,4fcd | 12fcd | 9,2fcd | 7,3fcd | 5,9fcd | 4,9fcd | 4,1fcd | 3,5fcd | 3fcd | 2,6fcd | 2,3fcd | 2fcd | 1,8fcd | 1,6fcd | 1,5fcd
d d

F.L.I. Formula Luci Italia — Luxia System



