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LLS, Lens Linear System
Fastening options Opzioni di fissaggio

TAM Caps + Magnets
Tappi + Magneti

13,4 mm
0,53 "

13,4 mm
0,53 "

13,4 mm
0,53 "

12,8 mm
0,50 "

12,8 mm
0,50 "

12,8 mm
0,50 "

142,0 / 318,0 / 626,0 / 934,0 / 1242,0 mm
5,60 / 12,52 / 24,65/ 36,77 / 48,90 "

Caps + Steel clips
Tappi + Clip in acciaio

TAC

17,7 mm
0,70 "

13,3 mm
0,52 "

13,3 mm
0,52 "

13,3 mm
0,52 "

17,7 mm
0,70 "

17,7 mm
0,70 "

142,0 / 318,0 / 626,0 / 934,0 / 1242,0 mm
5,60 / 12,52 / 24,65/ 36,77 / 48,90 "

Caps + Adjustable brackets
Tappi + Staffe orientabili

TCA

27,9 mm
1,10 "

14,6 mm
0,57 "

14,6 mm
0,57 "

14,6 mm
0,57 "

27,9 mm
1,10 "

12,8 mm
0,50 "

19,0 mm
0,75 "

15,6 mm
0,61 "

15,6 mm
0,61 "

15,6 mm
0,61 "

12,8 mm
0,50 "

12,8 mm
0,50 "

27,9 mm
1,10 "

40,5 mm
1,60 "

14,6 mm
0,57 "

142,0 / 318,0 / 626,0 / 934,0 / 1242,0 mm
5,60 / 12,52 / 24,65/ 36,77 / 48,90 "
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Caps + Magnets
Tappi + Magneti

TAM

LLS, Lens Linear System

Caps + Steel clips
Tappi + Clip in acciaio

TAC

Caps + Adjustable brackets
Tappi + Staffe orientabili

TCA

Louvers Louvers� Scale/Scala 1:1

16,6mm
0,65 "

15,4 mm
0,60 "

↓ Louvers for LLS • Diffused, Medium and Wide
Louvers specifico per LLS • Diffused, Medium e Wide

19,3mm
0,76 "

15,4 mm
0,60 "

↓ Louvers for LLS • Oval
Louvers specifico per LLS • Oval
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Eyelid (Only for TAM and TAC) Palpebra (Solo per TAM e TAC)	�  Scale/Scala 1:1

27,8 mm
1,09 "

14,1 mm
0,56 "

Caps + Magnets
Tappi + Magneti

TAM

30,6 mm
1,20 "

14,1 mm
0,56 "

Caps + Steel clips
Tappi + Clip in acciaio

TAC

Eyelid mounting detail Dettaglio di montaggio della palpebra	�

LLS, Lens Linear System
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F.L.I Formula Luci Italia S.r.l. 
Via IV Novembre, 171 – 25080 Prevalle (BS)
formulaluci.com

Connection diagram Cablaggio

• Each item must be connected  
in parallel to power supply output. 
 

• Ogni elemento deve essere connesso in 
parallelo all'uscita dell'alimentatore. 
 

1 2 3 4 X

OUT Red Rosso +
Black Nero –

IN

CAUTION: To reduce the risk of fire 
do not install closer than 12 inches 
to cabinet wall.

WARNING: The mounting means 
provided with this luminaire has 
not been evaluated for reliability. 
If installed where failure of the 
mounting means could cause injury 
to persons or damage to property 
below, supplemental means of 
securement should be considered.

ATTENZIONE: Per ridurre il 
rischio di incendio, non installare 
l'apparecchio a meno di 30 cm dalla 
parete del mobile.

ATTENZIONE : L'affidabilità dei 
sistemi di fissaggio forniti con 
questo apparecchio non è stata 
valutata. In caso di installazione in 
cui il malfunzionamento dei sistemi 
di montaggio potrebbe causare 
lesioni alle persone o danni alle 
cose sottostanti, è necessario 
prendere in considerazione sistemi 
di fissaggio supplementari.

LLS, Lens Linear System


