FLI &

LUXIA
SYSTEM

Light efficiency:

Light quality:

en/Wa

Color temperature:

Product name:

DUAL-FRS99-182-3000K -
15,7Wm-500mm

Date and time:
30/06/2025 11:17:33

Power consumption:

3015 K Power Power factor
7.6 W 1.0
. 106.3° Voltage (Vce) Current
Output: 1109 Lumen - =
TM-30 details

Rf 90.8 Rg 102.2
Fidelity Gamut i
index Rf index Rg
L
T RS o WY

96 96 95 95
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Spectral distribution

CRIR values

White color point

Color temperature Color rendering Red component Color fidelity Color gamut Color quality scale Color coordinate Color coordinate Color coordinate Color coordinate Color diviation
iny cie cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \Y Auv
3015 K 94.3 69.8 90.8 102.2 91.1 0.436 0.404 0.250 0.347 0.0000
Beam details
Distanza (metro) 1m 2m 3m 4m 5m
Distanza (piedi) 331t 6.6 ft 9.8t 1311t 16.4 ft
12 Ix
Beam angles
Beam angle 50% Field angle 10% Cutoff angle 2,5%
Lux 771X
30M 113.2° 188.7° 244.9°
113
centro del raggi
Beam intensities
Footcandle® 28.q fed B Peak intensity Int. ratio in 120° cone Int. ratio in 90° cone
P (o]
*misurato a 3.2|fed 353 cd 62.8% 42.2%
centro del raggio 1.8fcd
1.1lfcd
Larghezza del fascio (metri)3 m 6.1m 9.1m 121m 15.2m
Larghezza del fascio (piedi) 10 ft 19.9 ft 29.9ft 39.8 ft 49.8 ft
Beam intensities from 1-20m
im 2m 3m am 5m 6m m 8m 9Im 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
306Ix | 77Ix 34Ix 19Ix 12Ix 9lx 6Ix 5Ix 4Ix 3lIx 3Ix 2lIx 2Ix 2Ix 1Ix 1Ix 1Ix 1Ix 1Ix 1Ix
28.4fcd| 7.1fcd | 3.2fcd | 1.8fcd | 1.1fcd | 0.8fcd | 0.6fcd | 0.4fcd | 0.4fcd | 0.3fcd | 0.2fcd | 0.2fcd | 0.2fcd | 0.1fcd | 0.1fcd | 0.1fcd | 0.1fcd | 0.1fcd | 0.1fcd | 0.1fcd

F.L.I. Formula Luci Italia — Luxia System



